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COMMERCIAL GRADE

GEN-M PRO

Commercial

Commercial-grade production for facilities that need reliable, high daily output with a compact footprint. Ideal for
tribal commmunity centers and campuses.

Key Benefits ideal Eor

v’ Generates up to 238 gallons of water per day from the air . Hoteleard resnite

v’ Commercial-grade reliability for demanding environments . Tribal community centers
v’ Compact footprint with high production capacity - Manufacturing facilities and warehouses
v Easily scalable with multiple units - Hospitals and healthcare campuses

v’ Advanced multi-stage purification system - Universities and educational campuses

- Emergency preparedness & disaster response sites

v Engineered for continuous operation | _ | j
- Large commercial and industrial operations

Technical Specifications

Daily Water Production 238 gallons per day

Storage Tank Capacity 52.8 gallons

Power Consumption 9,800 watts

Energy Efficiency Approximately 1.14 kWh per gallon
Operating Humidity Range 20-90% Relative Humidity
Operating Temperature Range S59°F-113°F

Dimensions (W x D x H) 945" x 472" x 82.7"

Weight 2,646 lbs

Noise Level Less than 60 dB

Filtration System Multi-stage filtration, UV purification, and mineralization
Water Temperature Ambient

Warranty 2-Year Standard Warranty



